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Features of CardioChek Printer

• Minimizes risk of transcription errors
• Permanent record of results
• Prints on labels or paper
• Can be used on CardioChek®PA version 2.20 or higher



CardioChek Printer Components

• Printer
• Cable
• Thermal Printer “Clean Pen”
• Labels
• Thermal Paper



CardioChek Printer Installation

• Be sure printer power switch is off
• Plug round connector of power cord into receptacle on printer



CardioChek Printer Installation

• Plug power cord into power supply



CardioChek Printer Installation

• Plug power cord into wall outlet
• Plug 9-pin plug into printer



CardioChek Printer Installation

• Plug other end into MEMo Chip™ port of the analyzer



CardioChek Printer Installation

• Turn on CardioChek®PA (Always turn analyzer on first)
• Turn printer on



Setting up CardioChek Printer

• Go to USER SET option on CardioChek®PA main menu
• Press        (enter) twice to select PRINT
• Press        (enter) to select MEDIA options• Press        (enter) to select MEDIA options
• Press        (next) to toggle between P for paper or L for labels 
• Press        (enter) to make your selection
• Press        (next) to move to COPIES
• Press        (enter) to select COPIES
• Press        (next) to toggle between 1, 2, or 3 of copies
• Press        (enter) when you have chosen the number of copies



Loading CardioChek Printer Paper or Labels

• Turn power on to the printer
• Open printer cover by sliding Cover Release button forward



Loading CardioChek Printer Paper or Labels

• Remove tape from end of roll of labels
• Install labels and thread end through media guides



Loading CardioChek Printer Paper or Labels

• Close cover and press the feed button to advance the label



Printing Results

• Results automatically print at completion of testing



Printing Stored Results from Memory

• Go to MEMORY option on CardioChek®PA main menu
• Press        (enter) twice to select CHEM
• Press        (next) to select type of test, eg: CHOL or LIPIDS• Press        (next) to select type of test, eg: CHOL or LIPIDS
• Press        (next) to find time and date patient was run
• Press        (enter) when desired time and date is found
• Press        (enter) to print results



Ordering Information

CardioChek PA point-of-care instrument Cat. No. 1708
CardioChek PA with Thermal Printer Cat. No.   771CardioChek PA with Thermal Printer Cat. No.   771
Roll of Labels, 500 per roll Cat. No.   776
Roll of thermal paper Cat. No.   775

Please contact your distributor for more information about the
CardioChek PA point-of-care instrument and CardioChek Printer.

To order Contact:  American Screening Corporation at 
1-866-526-2873 and visit our website at 

www.americanscreeningcorp.com


